






S DS=

S DS=

Depth Width Height

32.8 27.6 80.6 772 Extrap.

32.8 27.6 80.6 772 Extrap.

32.8 27.6 80.6 855 1

32.8 27.6 80.6 772 Interp.

32.8 27.6 80.6 772 Interp.

32.8 27.6 80.6 855 Interp.

32.8 27.6 80.6 860 Interp.

32.8 27.6 80.6 860 Interp.

32.8 35.4 80.6 1160 Interp.

32.8 27.6 80.6 860 Interp.

32.8 27.6 80.6 860 Interp.

32.8 35.4 80.6 1080 Interp.

32.8 35.4 80.6 1080 Interp.

32.8 35.4 80.6 1230 Interp.

32.7 55.1 80.7 2360 Interp.

32.7 88.4 80.7 3605 Interp.

32.7 98.4 80.7 4740 2

33 27 78.5 798 Interp.

33 27 78.5 798 3

33 27 78.5 855 Interp.

33 27 78.5 855 Interp.

33 27 78.5 772 Interp.

33 27 78.5 772 Interp.

33 27 78.5 855 Interp.

M9900A-E-080-480-480-N-65

M9900A-E-100-480-480-N-65

9900A UPS 

65kAIC Rated

SPECIAL SEISMIC CERTIFICATION
CERTIFIED COMPONENT MATRIX

2000560-CR-001-R1

Manufacturer: Mitsubishi Electric Power Products, Inc. 
TABLE 1Model Line: 9900A, 9900B UPS

Model Line Model
Dimensions (in) Weight 

(lb)
Notes UUT

Note: Installed mounting configuration must be of similar configuration and equivalent strength and stiffness to those tested.

Building Code: CBC 2019  Seismic Certification Limits:
2.0 g     z/h=1.0

I P= 1.5
2.0 g     z/h=0.0

Certified Product Construction Summary:

Painted carbon steel enclosure. Certified units must be constructed in compliance with construction standards and detailing at 

time of testing.

Certified Options Summary:

Input/Output VAC: 480/480

Mounting Configuration:

Base mounted - rigid

M9900A-A-150-480-480

M9900A-E-160-480-480-N

M9900A-E-160-480-480

M9900A-A-100-480-480

M9900A-E-150-480-480-N

M9900A-E-150-480-480

9900A UPS

M9900A-E-080-480-480-N

M9900A-E-080-480-480

M9900A-A-080-480-480

M9900A-E-100-480-480-N

M9900A-E-100-480-480

M9900A-E-080-480-A02

M9900A-A-080-480-480-65

M9900B-A-300-480-480

M9900B-A-500-480-480

M9900B-A-750-480-480

M9900A-E-225-480-480-N

M9900A-E-225-480-480

M9900A-A-225-480-480

M9900A-A-080-480-A02

M9900A-E-100-480-A02

M9900A-A-100-480-480-65
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Depth Width Height

SPECIAL SEISMIC CERTIFICATION
CERTIFIED COMPONENT MATRIX

2000560-CR-001-R1

Manufacturer: Mitsubishi Electric Power Products, Inc. 
TABLE 1Model Line: 9900A, 9900B UPS

Model Line Model
Dimensions (in) Weight 

(lb)
Notes UUT

Note: Installed mounting configuration must be of similar configuration and equivalent strength and stiffness to those tested.

Building Code: CBC 2019  Seismic Certification Limits:
2.0 g     z/h=1.0

I P= 1.5
2.0 g     z/h=0.0

Certified Product Construction Summary:

Painted carbon steel enclosure. Certified units must be constructed in compliance with construction standards and detailing at 

time of testing.

Certified Options Summary:

Input/Output VAC: 480/480

Mounting Configuration:

Base mounted - rigid

9900A UPS

M9900A-E-080-480-480-N 33 27 78.5 855 Interp.

33 27 78.5 860 Interp.

33 27 78.5 860 Interp.

33 35 78.5 1160 Interp.

33 35 78.5 1160 Interp.

33 35 78.5 860 Interp.

33 35 78.5 860 Interp.

33 35 78.5 1094 Interp.

33 35 78.5 1094 4

33 35 78.5 1094 Extrap.

33 35 78.5 1094 Extrap.

33 35 78.5 1094 Extrap.

33 35 78.5 1094 Extrap.

33 35 78.5 1094 Extrap.

33 35 78.5 1094 Extrap.

9900A UPS 

65kAIC Rated

M9900A-E-150-480-A02

M9900A-A-150-480-480-65

M9900A-A-150-480-A02

M9900A-A-100-480-A02

M9900A-E-150-480-480-N-65

9900B UPS 

100kAIC Rated

M9900B-A-300-480-A03 Identical to 65kAIC. Software

M9900B-A-500-480-A03 Identical to 65kAIC. Software

M9900B-A-750-480-A03 Identical to 65kAIC. Software

M9900B-A-750-480-A02

M9900A-E-225-480-A02

M9900B-A-300-480-A02

M9900B-A-500-480-A02

M9900A-E-160-480-480-N-65

M9900A-E-160-480-A02

M9900A-E-225-480-480-N-65
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2000560-CR-001-R1

1094

SDS (g) z/h IP AFLX-H (g) ARIG-H (g) AFLX-V (g) ARIG-V (g)

2.0 1.0

2.0 0.0

Painted carbon steel enclosure. Certified units must be constructed in compliance with construction standards and detailing at 
time of testing. 

UNIT UNDER TEST (UUT)
SUMMARY SHEET

Manufacturer: Mitsubishi Electric Power Products, Inc. 
UUT 4Model Line: 9900A UPS

Model Number: M9900A-E-225-480-A02 Serial Number: 15-7M85166-02

Product Construction Summary:

5.8 5.7

Options/Subcomponent Summary:
Internal components of certified units must be consistent with tested layout and selection.

UUT Properties

Weight
(lb)

Dimension (in) Lowest Natural Frequency (Hz)

Depth Width Height Front-Back Side-Side Vertical

26.435 33

Test Mounting Details:

Base mounted - rigid with (4) 1/2" - 13 Grade 5 hex-head bolts, washers, and lock washers.
Unit maintained structural integrity and remained functional per manufacturer requirement after shake table test.
Contents were included in testing per operating conditions.

UUT Highest Passed Seismic Run Information

Building Code Test Criteria

Building Code: CBC 2019  ICC-ES AC156 1.5 3.20 2.40 1.33 0.53

78.5
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